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FIBERGLASS ROLLER
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OTA 

RS-Green Color 

Code Length Nap Qty Per Case 

R5-4 4" ¾" 50 

R5-7 r ¾" 50 

R5-9 9" ¾" 50 

R5-18 18" ¾" 50 

R7-0ff-white Color 

Code Length Nap Qty Per Case 

R7-4 4" ¾" 50 

R7-7 7" ¾" 50 

R7-9 9" ¾" 50 

R7-18 18" ¾" 50 
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ALUMINUM ROLLERS 

Bubble/Air rollers with grip handle designed for the 
rigors of working with composites and galvanized 
frames for longer life. Our modified handles are bored 
to hold frame better. And the steel collar reduces 
friction and helps to block resin from entering roller 
head.

Specification:

Types Code Size Range Extra Features

Straight AR-S 1/4”-1/2” X 3”-6” Long Frame Option

Paddle AR-P 1/4”-2” Dia x 3”-8” Long Frame Option

Corner AR-C 1/8”-1” Dia Long Frame Option

STRAIGHT ALUMINUM ROLLER
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Corner rollers are used to push mat evenly into 
corners after and in between layers

Paddle rollers reduce the number of voids and help to maintain consistent part 
thickness in uniform lamination applications. 

CORNER ALUMINUM ROLLER

PADDLE ALUMINUM ROLLER
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SPECIAL ROLLERS 

With qualities of both Aluminum Rollers and 
Synthetic Hair Rollers. Bristle Rollers work well in 
knitted / uni-directional fibers when air pockets can 
form.

Lower in weight than Aluminum Rollers. Plastic Rollers 
are made with chemically resistant HDPE works well with 

chemically sensitive panels from epoxy and vinyl esters

BRISTLE ROLLERS

PLASTIC ROLLERS
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OTHER TOOLS 

PI TAPE 

Circometer Circumference tape for 
measuring the outside circumference 
and diameter. Graduation distance of 1 mm, scaling according to DIN 866; with vernier 
0,1 mm, laser scaled. Tape width: 16 mm.


Sizes available (Circometer Dia):


20-300mm
300-700mm
600-1100mm
1090-1500mm
Custom Larger Sizes
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CATALYST DISPENSER 

Made from chemically resistant HDPE, they are easy to use squeeze bottles that can 
measure in 1-5ml graduations for the precise mixing of resin/catalyst 

AIR SPRAYER 

Used during the application of gel coat and
other mixtures in the lamination process

BARCOL TESTER

Barcol Hardness Testers are used for measuring hardness of fiberglass 
laminates

1
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HEATING BLANKET 

OTA Fiberglass Heating Blankets Are Used In Curing 
Fiberglass Pipes During Lamination. M1 Heating Blanket 
Series Come With Refined Structural Features And 
Enhanced Thermal Controls To Further Improve 
Curing Reliability. 

The Structural Modifications Are Essential For 
Voltage Drops And Maintaining Temperature Even 
Under Extreme Conditions.

Size Range: 1”-60”

TEMPERATURE CONTROLLER BOX 

The Integration Of TB Future T30 
Provides Safety Monitoring, Ramp 
Up Heat And Alarms At Certain 
Times & Levels. 

It Also Sets Programmable Hold 
Temperatures And Auto-Timed 
Shutoff In (X) Number of Hours. 
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The Heating Blanket Has Protruding Silicone Spacers For Uniform Temperature 
Distribution To Nullify Temperature Gradient. This Improves The Curing Process. It Also 
Prevents Damage To The Heating Blanket And Drastically Improves Unit Lifetime

Safety Features 

Cold, Insulated Tab For Handling Even While Operating


Sound Alarm When Exceeds Temperature Threshold 


Slow Gradual Start With Sound Alarm


Over-Voltage and Auto-Timed Shutoff To Safeguard Equipment and Personnel


Lock Function To Prevent Unauthorized Changes or Tampering
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Pipe Shaver 

Pipe Shaver F1 Features Power 
And Speed, Packed Into a Light 
Weight, Compact Military Grade 
Stainless Steel Body. 


The Assembly Is Easy To Install, 
With Seamlessly Fitting Parts 
That Make Up The Unit. This Pipe 
Shaver’s Robust Machining, 
Accurate Taper And Efficient 
Grinding Drum Make Shaving 
Processes More Efficient


Size Range: 1”-48”


Features: 

Easy To Assemble


Large Grinding Drum For Shaving


Lightweight Sturdy Build


No Pipe Vise Needed


Saves Space As Parts 
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Taper:


Tapering Angle Is Set And 
Built-In The Pipe Shaver 


Degrees:
0°-3.5°

Custom Degree

Compatibility:

Arbors are made 
compatible with pipes for a 
full key-lock fit.

Internal diameters may vary 
by pipe. Arbors custom 
made for different pipes on 
request OTA
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OTA Fiberglass Specializes In Pipe Specialized Tools Covering Fiberglass Pipe 
Jointing And Installation Applications

We have been revolutionizing complex processes since our inception by root 
engineering and ideating solutions with a spin to reengineer value
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More Solutions-www.OTAFiberglass.com

16

http://OTAFiberglass.com


Power Tools

Plumbing Tools

MORE



+968 7888 783924/7 

www.OTAFiberglass.com 

Tel: +968 7888 7839 

OTA Fiberglass Instagram 

OTA Fiberglass Facebook 

OTA Fiberglass YouTube 

Listed Global Distributors 




